TipaTech - Lotus Hybrid

Whole-Home Mineral Water System.

An advanced multi-stage filtration system that protects
household infrastructure while preserving essential
bioavailable minerals.
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Executive Summary

Lotus Hybrid is a whole-house water treatment system installed at
the main water entry point, improving the quality of water
delivered to every faucet and shower in the home.

The system reduces a wide range of contaminants while
preserving essential minerals naturally present in water. It also
releases dissolved gases, including radon and volatile compounds,
preventing their release into indoor air during hot water use.

By treating water at the source, Lotus Hybrid protects both human
health and household infrastructure. The system helps reduce
scale formation, protects plumbing and appliances, and limits the
release of metals from pipes into drinking water.

Operating without electricity or wastewater, Lotus Hybrid is
designed as a compact, energy-free solution compliant with NSF
standards 42, 61, and 372.

Using a multi-layer mineral filtration matrix, the system maintains
the natural mineral balance of the water and can enrich it with
bioavailable magnesium (Mg?+), supporting normal cardiovascular
and cellular function.
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Internal Structure &
Filtration Process

The Lotus Hybrid features a proprietary 8-stage filtration matrix,
with each stage performing a specific function to ensure water
safety, taste, and health while preserving essential minerals.

Scale Control Mechanism

In addition to filtration, Lotus Hybrid reduces scale formation
through three complementary physical processes:

e Degassing of dissolved CO,
e Crystallization disruption
e Magnetic mineral structuring

Together, these mechanisms influence how minerals behave in

water, helping prevent scale formation without removing
beneficial minerals.

8 Stage Filtration Breakdown

e AIR VALVE

The AIR VALVE releases dissolved CO, and other trapped gases
from the water, including volatile compounds such as chlorine and
ammonia, and radioactive gases like Radon.

By removing CO,, the system reduces carbonic acid formation,
helping stabilize mineral equilibrium and limiting conditions that
promote calcium carbonate scale formation.



e Cartridge Filtration Media & TILL ROD

Reduces pesticides, pharmaceuticals, chlorine, and other
contaminants without affecting essential mineral balance.

The integrated TILL ROD alloy (copper, white gold, & yellow gold)
interacts with dissolved minerals, modifying calcium carbonate
crystallization so minerals form suspended micro-crystals instead
of adherent scale deposits.

e Advanced Ceramic Stones

Highly porous media that absorb heavy metals (Lead, Mercury),
organic pollutants, and Fluoride.

e Mineralization Mechanism

Releases up to 60 mg/L of bioavailable Magnesium (Mg?),
supporting cellular function and cardiovascular health.

» PF Filter (Polypropylene Fibers)

In this stage, water passes through fine polypropylene fibers that
filter down to 1 micron. This effectively treats waterborne parasites
such as Giardia and traps microplastic fibers, resulting in cleaner
and safer water before it reaches the next stages of purification.



e MAGNETIC SLEEVE
Cenerates a controlled magnetic field that concentrates light
metal residues toward the center of the filtration chamber,
allowing them to be separated from the main water flow and
discharged through the system.

e Independent Centrifugal Flush Motor

A rotational mechanism that self-cleans the internal components
and maintains performance.

e Bottom Drain Valve

Allows monthly manual flushing of sediment,
can be upgraded to an automatic system.




Parameter

Type

Dimensions

Filtration Precision

Connection Type:

Connection Size:

Flow Rate

Operating Pressure

Water Type

Water temperature

Hardness

Magnesium Added (optional)

Technical Specifications
Table- Lotus Hybrid

Value

Point-of-entry (main water line)

28 x 18 x 14 (cm)

Tum

BSP (optional NPT adapters
available)

1" - (up to 1.5" upon request)

up to 7 m3/h (for1")

Up to 8 bar

Municipal

5°C-90°C

Up to 1200ppm

Up to 60 mg/L



Technical Specifications
Table- Lotus Hybrid

Energy Required

Wastewater

Warranty

Certifications

Maintenance

Drain Valve Flush

Filter Replacement

None

None

5years

NSF 42, 61, 372

Requirement

Monthly (Automatic valves available)

Recommended every 6 months for
drinking water applications, or up to
12 months for general household use.



Magnesium (Mg?*) —
The Missing Mineral

Magnesium is essential for cardiovascular function, muscle activity,
and cellular metabolism.
Yet in modern life — it's quietly disappearing.

Desalination and soil depletion have significantly reduced
magnesium in both water and food.

According to the World Health Organization,
60-70% of people do not meet their daily magnesium needs.

Why Water Matters

Water is consumed consistently throughout the day,
making it an effective carrier for essential minerals.
Magnesium in drinking water is highly bioavailable
and may support cardiovascular health.

Lotus Hybrid Approach

Lotus Hybrid enriches water with bioavailable Mg?+,
while preserving the natural mineral balance.

No over-processing.

No artificial re-mineralization.

The Shift

From safe water —
to water that supports the body.



Contact & QR

TipaTech International:

www.tipatech.com
eli@tipatech.co.ll
+972 - (0)502006032

Scan QR for Inquiries
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